Designed to meet today’s demanding needs, the Gammex MA0025 Densitometer is portable, light weight, reliable and highly accurate. The Gammex MA0025 delivers impressive performance characteristics; a 0-4.0 optical density measuring range and an accuracy of ±0.02 optical density. These rigid standards plus its rugged construction make the Gammex MA0025 ideal for field and hospital use alike. In addition, it comes with its own carrying case, certified stepwedge, and low battery indicator. A battery eliminator to accommodate AC power is also included.

**SPECIFICATIONS**

- **Range** . . . . . . 0 to 4.0 Optical Density
- **Accuracy** . . . . . ±0.02 Density
- **Reproducibility** . . ±0.01 Density
- **Warm-up Time** . . None
- **Measuring Area** . . 2 mm dia. and 1 mm dia.
- **Power Supply** . . Four rechargeable AA Nicad Batteries, 4.8 V total rated at 600 mAh (included)
- **Battery Charger** . . SE 30-45 (115 VAC) or SE 30-46 (230 VAC) 50 to 60 Hz
- **Charge Time** . . Approx. 14 hrs.
- **Size** . . . . . . . . 5.08x7.46x17.8 cm (2x2.9x7 in)
- **Weight** . . . . . . 0.7 kg (1.5 lbs)

Certified Stepwedge included